
 

 
Bridging the Gap Project 

NE 125th St 

from Roosevelt Way NE to 28th Ave NE 
 

PROJECT BACKGROUND 
 

 The Seattle Department of Transportation is making NE 125th Street a 

safer place for all roadway users. 

 89% of eastbound vehicles and 74% of westbound vehicles drive faster 

than the posted speed limit of 30 mph.  

 The speed at which motorists are comfortable traveling (the 85th 

percentile speed) is 10 mph over the 30 mph speed limit.  

 In the past three years, 153 collisions have occurred along this roadway.   

 51% of collisions on NE 125th involve injuries - significantly higher than 

the city average of 33%. 

 Metro buses currently use 15 in-lane bus stops in the corridor. There is 

an opportunity for bus stop consolidation.   

 Approximately 16,200 vehicles per day use this roadway. 

 There is no on-street parking in this corridor. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PROJECT LENGTH: 0.95 miles 
 
 

NE 125th St: Roosevelt Way NE to 28th Ave NE 
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SEATTLE DEPARTMENT OF TRANSPORTATION (SDOT) REVIEW 
 

 By moving left-turning vehicles into a two-way left turn lane, through 

traffic will move more efficiently. 

 Dedicated right turn lanes at traffic lights will allow through traffic to 

proceed without delay. 

 Traffic speeds will be self-policing with one lane in each direction.  Similar 

projects have resulted in 75% reduction in top-end speeders.  

 Traffic moving at 30 mph instead of 40 mph will help reduce the number 

of injury collisions.  

 Elimination of the “multiple threat scenario” - where one lane of traffic 

stops for a pedestrian crossing the street while the next lane does not – 

will result in fewer pedestrian collisions.  

 Trip time for motor vehicles at peak hour will increase from roughly three 

minutes to three and a half minutes.  

 Consolidating bus stops will minimize delays caused by buses stopping in-

lane. 

 

 Existing Post-Rechannelization 

Peak Travel Time  3 min 18 
sec 

3 min 43 sec (25 sec 
increase) 

Metro in-lane bus stops 15 5 


